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MC6.2
- new 6,5” 2-way speaker kit 
Performance series MC6.2 is a brand new 16,5cm (6,5”) 
2-way component kit with separate 25 mm soft dome 
tweeters  using copper cups for improved sound. 
Install the tweeter on the dashboard or recessed in the door, 
all mounting parts are included.
 
The bass driver has a cone of glass fibre and rubber sur-
round. Together with a powerful magnet system it guarantees 
a good bass control.  Grilles are included. 
 
Small filter boxes with a 12 dB slope crossover to the tweeter 
and bass driver. Tweeter level select in two steps.  Only high 
quality compnents are used in the crossovers.

Specifications
    DLS MC6.2  
 
Article number   10-22628  
Bar code    7331644821106   
Speaker type   2-way speaker kit  
Size    6.5” / 165 mm
Impedance    4 ohm
Mounting depth   67 mm / 2,64”
Mounting hole   145 mm / 5,7 ”
RMS Power handling   80 W  
Max Power handling   100 W
Peak Power handling   200 W
Frequency range   55 Hz - 25 kHz

Bass driver specs   Magnet: 100 mm
    Voice coil: 32 mm
    Cone: Fibre glass with rubber edge 
    Steel basket in black color
    Sensitivity: 87 dB
    FS / Qts / Vas: 56,5 Hz / 0,51 / 10 litres

Tweeter    25 mm soft dome tweeter with copper cup
    (RC25)

Crossover / filter   12 dB slope to tweeter, tweeter level select
    12 dB slope to mid driver
Filter box size   120 x 65 x 33 mm
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